Beard Thickness Speedline Drywall Fixing Length

12.5mm & 15mm 25mm

12.5mm + 12.5mm 25mm + 38mm
12.5mm + 15mm 25mm + 42mm
15mm + 15mm 25mm + 42mm

Denotes SPEEDLINE Intumescent Sealant

SPEEDLINE PI70 'I' Stud at nominal 600mm centres
/ AH180 Shaft Encasement Fixing Brackets at nominal 600mm centres

19mm British Gypsum Gyproc
CoreBoard Clipped with AH180
Shaft Encasement Fixing Brackets &
sealed with SPEEDLINE Intumescent
Sealant

15mm British Gypsum Gyproc FireLine fixed with SPEEDLINE Drywall
Screws at 300mm centres (200mm centres at external angles). Ref to
table for fixing length.
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given in writing by SIG PLC.

The information is provided in good faith and is based upon details received which are
assumed to include all relevant facts.
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SHAFT ENCASEMENT SYSTEM
SINGLE BOARD LAYER - 70mm STUDS

Sheffield Business Park,

" |SPEEDLINE

T: 0114 231 8030 DRYWALL SYSTEMS | Part @@ plc

Details to be read in conjunction with project specification guidelines

E: enquiries@speedlinedrywall.co.uk
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